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Usability — space planning,

operations and logistics /5 Con neCted

The programme is stacked for efficiency and easy access - a single back of house serves both halls. The Back of
house has daylight and views to the river — making good places to work, with natural ventilation.
Foyer, Conference and rehearsal spaces can readily be connected together - giving flexibility for education and

new types of event programming. +52m maximum height
roof of the concert hall

Three big stair cores give flexibility and access to river and car park levels.
The underground parking and plant areas are tanked and where above flood levels can be daylit. There is
Front of house:

separate street access for the ground floor café.

Foyer 1200 m2 As a building in the round, welcoming visitors from all directions, it is important to dignify and humanise the

Cafe-Restaurant-Bar 900 m2 service entrances. They are given practical separation but share in the architectural expression and manifest their
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own sense of entrance from the street.
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Concert Halls:
The main hall is clearly the climax of the visitor promenade - offering generous views back to the city.

Main Hall 2000 m2
+37m second floor

Secondary Hall 800 m2 upper seats and staff
offices

Conference Rooms: 400 m2

Back of House:

Backstage 900 m2

In/Out 600 m2

Staff spaces 800 m2

Plant and services 1700 m2

rooms +32m first floor
piano nobile, foyer,
access to halls and staff

Underground Car Park 8600 m2 offices

Upper seats floor plan +35m
1.500

Flooding diagram on the lower ground Back of house on the ground floor (+27m)

+27m ground floor
visitor access and back
of house

OOOOOOO0O0O00O0000000000000000000 =
OOOOOOO0O0O00O0000000000000000000 =

0O00000000000000000000000000000
OOOOOOO0O0O00O0000000000000000000 =

oo
oo
o [

OO0OO00O000000000000000000000000]
8 I
OO0OO00O000000000000000000000000]
OO0OO00O000000000000000000000000]
OO0OO00O000000000000000000000000]
8 T
o
o

(O
/ 8 o o
/ 0 O
/u\_\uuuuuuuuuuuuuuuuuuuuuuuu
O

a
M~
Paths along the river on the lower ground Front of house on the ground floor (+27m)
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+24m first basement
car park and plant areas
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+21m second basement
car park and plant areas
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Conference Centre
<
Cafe, bar, restaurants . In/Out
<
Foyer spaces . Backstage
. Visitor facilities (cloakrooms, . Staff offices
A A A restrooms, ...)
. Concert halls . Car park and plant areas
. Information and tickets . Vertical circulation
Secondary Hall, possible flexible configurations Piano nobile floor plan +32m View from the street looking west

1.500 1.500



